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Description of Geologic Materials

Ratings of the capacities of earth materials to accept,
transmit, restrict, or remove contaminants from waste effluents

Man-made land or surface mines

Lake

Permeable bedrock at or within 20 ft. of land surface, variable overlying
materials.

Thick, permeable sand and gravel within 20 ft. of land surface.

Permeable bedrock generally within 20 ft. of land surface; where deeper,
sand and gravel may be present.

Cemented sandstone within 20 ft. of land surface; overlying materials
variable but mostly ill.

Permeable bedrock generally within 20 ft. of land surface; overlying
materials variable but mostly till.

Alluvium, a mixture of gravel, sand, silt, and clay along streams, variable
in composition and thickness.

Sand and gravel less than 20 ft. thick over relatively impermeable till or
bedrock.

Sand and gravel, within 20 ft. of surface, overlain by relatively impermeable
till, other fine-grained material, and/or bedrock.

Map complex of permeable bedrock on ridges, underlain primarily by
shale on slopes and in valleys.

Permeable bedrock within 20 to 50 ft. of surface, overlain and underlain
by relatively impermeable till, other fine-grained materials.

Sand and gravel within 20 to 50 ft. of surface, overlain and underlain by
relatively impermeable till, other fine-grained materials, and/or bedrock.
Permeable bedrock, mostly within 20 to 50 ft. of surface, overlain by till
or other fine-grained materials; bedrock surface below 50 ft. in places.

Cemented sandstone, within 20 to 50 ft. of surface, overlain by relatively
impermeable till or other fine-grained materials.

Fine-grained materials with discontinuous sand and gravel locally present
within 50 ft. of land surface.

Uniform, relatively impermeable sandy till at least 50 ft. thick; no evidence
of interbedded sand and gravel.

Uniform, relatively impermeable silty or clayey ill at least 50 ft. thick; no
evidence of interbedded sand and gravel.

Relatively impermeable bedrock within 20 ft. of surface, mostly overlain
by till or other fine-grained materials.

Relatively impermeable bedrock within 20 to 5 ft. of surface, overlain by
till or other fine-grained materials.
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